Electric Field Strength
at 1 kmradius
millivolts per meter - mV/m
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Facility ID: 51216 226

Application ID: 305659
CDBS Antenna System ID: 3644
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0 146. 49 155. 60

5 306. 99 323.19
10 491. 18 516. 27
15 659. 67 693. 05
20 798. 39 838. 63
25 898. 82 944. 05
30 956. 50 1004. 60
35 970. 78 1019. 59
40 944. 51 992. 01
45 883. 39 927. 86
50 795. 14 835. 22
55 688. 47 723. 27
60 572.27 601. 35
65 454. 98 478. 30
70 344. 29 362. 27
75 247.63 261. 07
80 173. 56 183. 74
85 132.73 141. 33
90 127.74 136. 17
95 140. 73 149. 62
100 152. 94 162. 29
105 156. 15 165. 63
110 148. 87 158. 07
115 134. 83 143. 50
120 126. 24 134. 62
125 144. 46 153. 49
130 199. 82 211.12
135 284.12 299. 24
140 387. 30 407. 34
145 501. 52 527.12
150 619. 34 650. 73
155 732.77 769. 77
160 833. 15 875. 12
165 911. 56 957. 43
170 959. 57 1007. 82
175 970. 17 1018. 94
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Theoretical pattern RMS: 701.67

P Zﬁ%) — 1o Azimuth  Egpeg Estd Baug
‘ 180 938. 68 985. 90 985. 90
. . 185 863. 61 907. 10 907. 10
The theoretical pattern is used to create the 190 747. 11 784. 82 784. 82
i i 195 595. 23 625. 43 625. 43
standard pattern. Aqgment_at_lons_(lf ar_ly) expand 200 e 57 259 81 259 81
the standard pattern n Spelelaj directions. See 205 235. 03 247. 90 247. 90
Sections 73.150 and 73.152 of the FCC's Rules. 210 126. 48 134. 87 141. 62
215 244 39 257. 68 257. 68
. 220 414. 69 436. 06 436. 06
AM coverage may not mirror the pattern shown 225 571. 90 600. 96 600. 96
here. Additional factors such as ground 230 704.19 739. 77 739.77
conductivity or skywave propagation affect how %28 ggg: 88 gg?: gg 8‘2"% gg
far the AM signal will travel. 245 932. 53 979. 44 979. 44
250 960. 02 1008. 30 1008. 30
Patterns for stations outside the USA are based on 528 8%8 gg %8%3 gg %8%8 %61
notified parameters. 265 961. 67 1010. 03 1010. 03
2 spa smdl aen
AM directional patterns created before 1982 used 280 935. 51 982 57 982. 57
unitsof 1 mV/m at 1 mile, not one kilometer. The 285 933. 99 980. 97 980. 97
pattern values on such plots at 1 mile will be Zgg g%' gg 88‘21' gg ggg' gg
0.62137 of the values listed here. Measured 300 955. 49 1003. 54 1003. 54
pattern values may vary from values shown here. g(l)g gg? 8? %g%g gg %8%8 gg
_ _ 315 968. 09 1016. 76 1018. 76
Plot is best printed on 11" by 17" or larger paper. 320 951. 34 999. 18 1037. 47
325 915. 68 961. 75 978. 19
Sonn wm B
24 Jan 2006 340  654.60 687. 73 687. 73
345 511. 63 537.73 537.73
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